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Modules 

Standard Test

TORLERANCE

EFFICIENCY

Maximum Power Pmax

Open Circuit Voltage 

Short Cuit Current 

CELLS

CELLS QTY

Max System Voltage

Peak Power Temp

Operate Temp Scope

Nominal Operating Temp

Frontal static load

Back static load

Max Series Fuse Rating

Maximum Power Voltage

Maximum Power Current 

Open Circuit Voltage Temp

Short Circuit Current Temp

Standard Test Conditions(STC]: irradiance 1,000 W/m2; AM 1,5; module temperature 25'C. 
Measuring uncertainty of power is within±3%Tolerance of Pmpp: 0-+3%. Certified in accordance with IEC61215,IEC61730-1/2. 

Raw mterial 

3.2mmGlass 
Cells
Junction box
Connect 
Cable  

Alloy Aluminium

900mm 

IP≥68，TÜV&UL
4m㎡，EVO2 

Frame 

156.75*60 POLY CELLS 

Frame I-V Curves

Package

module size

Weight

Loading 

Package

（mm）

（kg）

pcs/plt

0~+30~+3 0~+3

17.99

9.03

32.70

39.00
9.48
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GPP295W

STC

0~+3

ZHEJIANG G&P SUN ENERGY TECHNOLOGY CO.,LTD 

www.eurosolargp.com




